
Frequenzbereich (Frequency range): 380 MHz-430 MHz

Impedanz (Impedance): 50 Ω
Polarisation (Polarisation): vertikal (Vertical)                                                     
Gewinn (Gain): 0 dBi 

VSWR: ≤ 2,0
Maximale Belastbarkeit (Max. power): 8 W

Gewicht ca. (Weight approximately): ≈ 250 g
Gehäuse-Ø/Höhe (Diameter/Height of housing): 155 mm/72 mm
Kabel/Anschluss (Cable/Connector): 150 mm, RG 316 / N (f) 
Montage ( Mounting)*: Deckenmontage; Montageloch (Ceiling mounting;  mounting hole): Ø 21 mm
Material: Kupfer, Gehäuse aus UV-beständigem Kunststoff in RAL-Farben                

nach Kundenvorgabe lackiert, Gehäuse schlagzäh; Gehäuse mit Grundplatte       
verklebt (Copper, protective housing of UV resistant plastic, in RAL colors        

painted according customers demand, housing impact resistant,                 
Housing clotted with ground plate)           

Schutzgrad (Degree of protection) IP 65

 

*) Vandalismussicher (Safe from vandalism)     Änderungen vorbehalten (Subject to change without notice)

Datenblatt (Data sheet)

Bestellnummer (Order No.): 5400502
Radom-Antenne für TETRA  (Radom antenna for TETRA) Stand (Updated): 03/2022
RA 400/TETRA-Spec.

Horizontaldiagramm, typisch  
(Horizontal pattern, typical) 

Vertikaldiagramm, typisch  
(Vertical pattern, typical) 

Gewinnverlauf, 
typisch  
(Gain progression,
 typical) 
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Zentralbefestigung (abgehängte Lochmetalldecke)
Central mounting (Suspended ceiling)

Decken-Lochplatte
(Perforated ceiling plate)

Trc1 SWR 1 U / Ref 1 U   Cal                                 1                                    
SWR 1 U / Ref 1 U   Invisible

Ch1  Base Freq Start  320 MHz´wr   0 dBm                 Stop  500 MHz
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M2  430.00000 MHz   1.7604 U

S11
S11

2

M1
M2

Frequenz in MHz (Frequency in MHz)

-6,0

-5,0

-4,0

-3,0

-2,0

-1,0

0,0

1,0

2,0

375 380 385 390 395 400 405 410 415 420 425 430 435

G
ew

in
n 

in
 d

B
i (

G
ai

n 
in

 d
B

i)
0

0

-1

-2

-3

-4

-6

-9

030

020
010

060

050

0
40

090

080

070

0120

0110

0100

0150

0140

0130

0180
0170

0
160

0210
0200

0190

0270

0260

0
250

0
300

0290

0
280

0
330

0340

0350

0320

0310

0
240

0
230

0220

0
0

-1

-2

-3

-4

-6

-9

0
30

020
010

060

050

040

090

0
80

070

0
120

0
110

0
100

0
150

0
140

0130

0180
0170

0160

0210
0200

0
190

0
270

0260

0
250

0
300

0
290

0280

0
330

0
340

0350

0320

0310

0
240

0230

0220

Deckenmontage  
Ceiling mounting
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Henning Marter FUNKBAU

Professor-Hermann-Klare-Straße 6 

07407 Rudolstadt

Tel.: +49(0)3672/478-120

Fax: +49(0)3672/478-125

E-Mail: info@funkbau.de

Internet: http://www.funkbau.de

Bankverbindung: Kreissparkasse Saalfeld-Rudolstadt
IBAN: DE95 8305 0303 0001 1210 49
BIC: HELADEF1SAR
Einzelunternehmer: Henning Marter
USt-IdNr.: DE259362635
WEEE-Reg.-Nr.: DE 44769709
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