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AS 2x SYA 406 M essantennensystem TETRA
M essantennensystem (M easuring Antenna System) Stand (Updated): 01/2018

i\' A
TETRA
N

Richtantennen-
gruppe AS 2x SYA 406
(Directional Antenna
Array AS 2x SYA 406)
Best.-Nr. (Order No.):
5106000

Antennendrehvorrichtung
(Turning gear)

Best.-Nr. (Order No.):
4759700

Kugelkopf + Aufnahme,
Schnellspannadapter

(Ball head + Support,

Qick release adapter system)
Best.-Nr. (Order No.):
501011

_________________________________________

i Anschlusskabel mit N (m),
| nichtim Lieferumfang

-4 enthalten
i [Connection Cable with N (m),
i not included ]

2m

3-Bein-Karbonstativ
(Tripod of carbon)

Best.-Nr. (Order No.):
501002

Transportkoffer (890 x 680 x 310 mm) fur AS 2x SYA 406
[Alu-Case (890 x 680 x 310 mm) for AS 2x SYA 406]
Best.-Nr. (Order No.): 4589010
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Technische Daten (Technical Data)

o 380 MHz

240° N

\,\er\\'\i nQ/I\Marter

FuNKBAU

Antennen + Zubehor

90°

120°

150°

e

Horizontaldiagramme
(Horizontal pattern)

10° \ 150°

Vertikaldiagramme :
(Vertikal pattern) g
330°

30°

300° L 60°

%' 400 MHz 400 MHz 210
L
. { 3 P
240° - i 120° 240° 120°
' \
/ Gewinnverlauf
A / 150° (Gain progression)
180° 15,0 55
=
2 | 140
=
@ 13,0
é ’ il | e ———
s 120
H
©luo
10,0
9,0
8,0
7.0
6,0
5,0
380 390 400 410 420 430 440 450 460

Frequenz in MHz (Frequency in MHz)
— U

Frequenzbereich (Frequency range): 380 MHz-460 MHz
Impedanz (Impedance): 50 W
Polarisation (Polarisation): vertikal (Vertical)
Gewinn (Gain)*: 12 dBi
VSWR: £15
Maximale Belastbarkeit (Max. power): 1w

Gewicht ca. (Weight approximately):

3,05 kg [Verteiler + Antennen (Splitter + Antennas)]

Anschluss (Connector)**:

N (f) am Verteiler (At splitter)

Abmessungen (LxBxH) [Dimensions (LxWxH)]

» 730 x 775 x 450 mm [ohne Stativ! (Without tripod)]

Material:

Antenne aus Aluminium, Mastschelle aus Edelstahl,
Verbindungselemente aus Edelstahl, Stativ aus Kohlefaser
(Antenna of auminium, mast clamp and
element supports of stainless steel, tripod of carbon fiber)

Lieferumfang(Komponenten) [Included (Components)]:

Hinweis (Note):

Antennengruppe, Diagramme fir frequenzabhangigen
Antennenfaktor, frequenzabhangiger Gewinnverlauf,
Drehvorrichtung, Stativ, Kugelkopf
(Antenna array, diagrams for frequency antennafactor, gain progression,
frequency gain frequency-dependent, turning gear, tripod, ball head)
Komponenten kdénnen auch einzeln bestellt werden
(Components can be ordered separately)

*) Mittelwert, bezogen auf einen Isotropstrahler (Average, referred to isotropic radiator)
**) andere Anschllisse auf Anfrage (Other connectors on request)

Anderungen vorbehalten (Subject to change without notice)
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